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LUM NAI RE PHOTOVETRI C TEST REPCRT

Test: U:120. 10V |: 0. 2499A P: 29. 678W PF: 0. 9873 Freq: 59. 98Hz Lanp Fl ux: 2789.5x1 I'm
NAMVE: 1419. 215 TYPE: V\EI GHT:
SPEC. : 3000K DIM: SERI AL No. : 2104150214
MR : RISE SUR. : 0. 0038465n2 Shi el di ng Angl e:
DATA OF LAMP PHOTOMETRI C DATA Eff: 66.42 ImW
MODEL CITIZEN | I max(cd) 4103 S/ MH( C0/ 180) 0.59
NOM NAL POVER(W | 30 LOR(% 70.7 S/ MH( C90/ 270) 0.57
RATED VOLTAGE(V) | 120 TOTAL FLUX(I m 1971. 3 h UP, DN( CO- 180) 0.0,35.3
NOM NAL FLUX(Im) | 2789.5 ClE CLASS DI RECT h UP, DN( C180-360) | 0.0,35.3
LAVPS | NSI DE 1 h up(% 0.0 Cl BSE SHR NOM 0.50
TEST VOLTAGE(V) 120 h down(% 70.7 Cl BSE SHR MAX 0.55
LUM NOUS | NTENSI TY DI STRI BUTI ON DI AGRAM CO PLANE | SOLUX DI AGRAM (UNI T: | x)
M—|£m)
-1 +180 4 A
-150 150 -
5
-120 120 6 |
LV
90 90 8 //
9
10 /
UN T: cd 11
— 0/ 180, 36. 1
€30/ 210, 36. 0 12 |
AVERAGE BEAM ANGLE(50% : 35 ;Dgégj;lg: 223 0.0 4.0 8.0
(50% : 35. 620 100  S(M
510 - 82.0
— 410 — 51.0
310 - 41.0
—_ 210 31.0

C Range: 0 - 360DEG g Range: 0 - 180DEG
C Interval: 30.0DEG I nterval : 1. ODEG
Test Speed: HI GH Ellest Syst em EVERFI NE GO- SPEX500_V1 SYSTEM V2. 00. 416

Tenper at ur e: 25. 3DEG Hum dity: 65. 0%
Oper at ors: Zoe Test Distance: 3.160m [ K=1. 0000]
Test Date:2021-04-15 Remar ks: LAMP: CLU028- 1204C4- 303H5M3- F1 Ra: 90

REFLECTOR : PM 0055 35R
DRI VER: ES- LD028H- CU7042- M28E 700mA
30m nutes warm up
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AAl Figure
Test: U:120. 10V |: 0. 2499A P: 29. 678W PF: 0. 9873 Freq: 59. 98Hz Lanp Fl ux: 2789.5x1 I'm
NAME: 1419. 215 TYPE: VEI GHT:
SPEC. : 3000K DI M : SERI AL No.: 2104150214
MFR. : RISE SUR. : 0. 0038465n2 Shi el di ng Angl e:

Flux out:939.0 Im

im 2831, 41051 x

2m 707.8,1026l x l \ 128. 54cm

64.27cm

3m| 314.6,456. 11 x 192.81cm

4m 176. 9, 256. 61 x 257.08cm

5m 113.2,164.2I/< \ 321.35cm

Hei ght Eavg, Emax Angl e: 35. 63deg Di amet er
Not e: The Qurves indicate the illumnated area and the average

illumnation when the lumnaire is at different distance.

C Range: 0 - 360DEG g Range: 0 - 180DEG
C Interval: 30. 0DEG I nterval : 1. ODEG
Test Speed: HI GH Ellest Syst em EVERFI NE GO- SPEX500_V1 SYSTEM V2. 00. 416

Tenper at ur e: 25. 3DEG Hum dity: 65. 0%
Oper at ors: Zoe Test Distance: 3.160m [ K=1. 0000]
Test Date:2021-04-15 Remar ks: LAMP: CLU028- 1204C4- 303H5M3- F1 Ra: 90

REFLECTOR : PM 0055 35R
DRI VER: ES- LD028H- CU7042- M28E 700mA
30m nutes warm up



